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1. A fitting is welded or 

screwed with band clamp 

2. Drilling equipment is 

assembled and the pipe 

drilled 

3. Blockning tool is 

mounted 

4. The blocking tool is 

placed into the pipe 

5. The blocking body is 

activated and the line is 

now stopped 

6. The blockage is 

released and the 

blocking tool removed 

7. Plug tool is mounted 8. The plug is attached 

inside the sleeve 

9. Plug tool and valve are 

removed, blind flange 

mounted or a dished end 

welded 

Hot 
Tapping; 

293 
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Stopping;  
598 

We are a service provider performing hot tapping and line  

stopping of pressurized piping systems. The blocking method  

developed in 1993 has successfully been established in the  

process industries, counties and municipalities. Proco Services  

is headquartered in Hägersten, outside Stockholm, with a 

branch in Ängelholm and has technical specialists with many 

years of experience in hot tapping and line stopping. Services 

are performed with patented, proprietary tools. Our methods 

can be used in most substances at different pressure levels and 

temperatures, and new tools are constantly being developed  

for new applications. 

Here’s how it works: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

600 line stoppages per year  

The fiscal year 2015 Proco Services  

business were up 18% year over  

year. During the year, nearly 900  

missions of which about 600 line  

stoppings were conducted, an  

activity increase of 10% compared  

to the year before. 

 

 

 

 

 

 

The higher increase in turnover  

relates to more number of tasks  

on larger dimensions in 2015 than  

in 2014.   

 

Technical data 

 
 Line Stopping Hot Tapping 

Pipe dimension DN10-DN600 DN10-DN∞ 

Pressure ≤ 16 bar ≤ 25 bar 

Temperature -10° to 120° C -20° to 200° C 

Type of substance  Water, hot water, steam, 

compressed air, lye, sludge, 

glycol, gases, alkalis, oils etc. 

Type of pipes  Steel, stainless steel, copper, 

plastic, concrete, etc. 

 

 

 

 

 


